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INSTALLATION CLEARANCES

Area which MUST be left accessible for servicing the oven.

Area which MUST be left UNOBSTRUCTED to allow proper intake ventilation for 
the gas burners and/or the coal air plenum assembly.

Areas which MUST be left open for normal operation of critical oven controls 
(oven controller, gas throttle valves and ash chutes).

INSTALLATION CLEARANCES 
OPERATIONAL ACCESS, SERVICE ACCESS AND CRITICAL AIR INTAKE VENTILATION
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toe kick installation

Toe Kick

Once the oven is in place, the toe kick must be installed along the front of the oven using the screws provided. 
Additionally, the side fork pocket covers must be installed over the fork pockets. The area under the oven must be 
enclosed in order to prevent pests from entering this space.

If the front of the oven is shipped facade ready, the toe kick will not be included. If the sides and/or rear of the oven is 
shipped facade ready, the fork pocket covers will not be included. Pre-cut blocks of Durock or other facade material will 
be shipped instead of the fork pocket covers. The blocks must be inserted into the fork pockets before the oven facade 
is put in place.

Fork Pocket Covers

Toe kick and fork pocket covers

toe kick installation
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GAS specifications

Gas specifications
The Fire Deck 9690 and the Fire Deck 11290 are equipped with a 1-inch NPT gas connection (see pages 7 and 
8 for exact location). Have a licensed gas installer provide the hook-up and test all fittings and pipe connections 
for leaks. Use approved gas leak detectors (soap solutions or equivalent) over and around the fittings and pipe 
connections. DO NOT USE A FLAME to test for leaks!

Gas Code Limitations
The installation of this appliance must conform with local codes, or in the absence of local codes, with the National 
Fuel Gas Code, ANSI Z223.1, The Natural Gas Installation Code CAN/CGA-B149.1 or the Propane Installation Code, 
CAN/CGA-B149.2, as applicable including:

The appliance and its individual shutoff valve (supplied by others) must be disconnected from the gas supply 
piping system during any pressure testing of that system at test pressures in excess of 1/2 psi (3.45 kPa).

The appliance must be isolated from the gas supply piping system by closing its individual manual shutoff valve 
(supplied by others) during any pressure testing of the gas supply piping system at test pressure, equal to or 
less than 1/2 psi (3.45 kPa).

IR Burner (SV-1)
Factory specified valve outlet pressure:
Natural Gas:  3.5 inches W.C.      Propane (LP):  9 inches W.C.

Radiant burners (SV-2 and SV-3)
The factory specified valve outlet pressure:
Natural Gas:  5 inches W.C.      Propane (LP):  10 inches W.C.

Optional decorative flame burner (-df)
Factory specified valve outlet pressure:
Natural Gas (NG):  4.6 inches W.C.      Propane (LP):  9.5 inches W.C.
Decorative Flame adds 15,000 Btu's to total rated input.

SV-1 is the gas control valve that operates the under-floor, infrared burner. SV-2 and SV-3 are the gas control 
valves that operate the interior radiant burner. The burner manifold pressures have been adjusted and tested at 
the factory. A variety of factors can influence these pressures, so be sure to test the individual burner manifold 
pressures and adjust the valves as necessary to achieve the required pressures. Note: The gas valves are 
shipped in the 'ON' position.

Wood Stone recommends that the Fire Deck be equipped with a manual, individual shutoff valve, located between 
the oven and the main gas supply, and that this shutoff valve (supplied by others) be left readily accessible. 
Wood Stone also recommends that inspection and maintenance of the burners and gas piping connections of 
this appliance be performed at regularly scheduled intervals and only by professional gas appliance service 
agencies.

gas specification



15

An ongoing program of product improvement may require us to change 
specifications without notice. FD-9690-CL / FD-11290-CL. 
Revised June 2010

Wood Stone Corporation 
1801 W. Bakerview Rd.
Bellingham, WA 98226   USA

Toll Free (800) 988-8103
Tel (360) 650-1111
Fax (360) 650-1166

Info@woodstone-corp.com or visit www.woodstone-corp.com

Fire Deck Installation and Operation Manual
CONNECTION REQUIREMENTS

ELECTRICAL
POWER CONNECTION TO THE OVEN
Provide 120 V, 15 Amp, service to the terminal strip in the oven's transformer housing. This is located in the transformer 
junction box located beneath the oven (Note: These models are open beneath the oven). The terminal strip is labeled 
L, N and G (Live Neutral and Ground, respectively.)
Electrical Diagrams begin on page 24 of this manual; they can also be found on the oven, directly adjacent to the electrical 
connection.

Electrical Code Limitations
ELECTRICAL GROUNDING: This appliance must be electrically grounded in accordance with local codes, or in the 
absence of local codes, with the National Electrical code, ANSI/NFPA 70 or the Canadian Electrical Code, CSA C22.1 as 
applicable.

Gas Requirements for 9690 and 11290 
Gas / Coal-Fired Models

Guide To Fire Deck 
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Hourly Gas 
BTU Output

Valve 
Outlet 

Pressure

SV
-1

SV
-2

WS-FD-(9690 and11290)-RFG-L-IR-
CL (Coal optional) 1 1

NG 225,000            3.5’’ 5’’

LP 225,000            9’’ 10’’

WS-FD-(9690 and 11290)-RFG-R-IR-
CL (Coal optional) 1 1

NG 225,000            3.5’’ 5’’

LP 225,000           9’’ 10’’

Decorative Flame Burner +15,000

Note:  Models that add the optional Decorative Flame Burner at the rear of the oven use approximately 15,000 
additional Btu's. 

*The Optional Decorative Flame Burner adds 15,000 Btu's to total rated input.

connection REQUIREMENTS
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OVEN STARTUP

Note: Small 'crazing' cracks will occur with normal heating and cooling. They will not effect the performance 
or durability of the oven. If cracks of 1/8-inch or more develop, contact Wood Stone for evaluation.

BEFORE GETTING STARTED

1. Make sure the individual shutoff valve (supplied by others), between the oven and the main gas supply, is in the open 
position and that the line has been purged of air.
2. Make sure the Honeywell gas valves (SV-1, SV-2 and SV-3-if equipped) are in the 'ON' position.
3. Make sure that the venting system has been tested and approved for operation and is on.

FIRST DAY
Push the 'ON/OFF' button on the controller touchpad. It may take a while for all of the air to be purged from the gas 
lines. As the pilot flames for the gas burners ignite and are sensed, the corresponding indicator lights will illuminate. The 
burners should come on shortly. For the first day start up on ovens equipped with the radiant dome flame burner, use the 
gas burners only to heat the oven. Do not use coal or wood.

Leave the hearth set point at the factory setting (200 degrees F)•	
Adjust the radiant flame to the lowest setting and allow the oven to run for four hours.•	

AFTER FOUR HOURS - Increase the flame intensity to about one quarter of maximum and allow the oven to run at this 
setting overnight.

On the second day, you should arrive to an oven temperature of approximately 300 degrees.
Increase the flame intensity to about one half of maximum and wait until the oven floor reaches your desired cooking •	
temperature.
Adjust the hearth set point to your desired cooking temperature•	

THE OVEN IS NOW READY FOR COOKING

YOU MAY NOTICE THE OVEN SHEDDING SOME WATER FOR A COUPLE OF DAYS. THIS IS NORMAL AND YOU 
SHOULD NOT BE ALARMED.

SECOND DAY

oven startup
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DAILY OVEN OPERATION

The stainless steel door(s) are used for night time heat retention.
Do not operate the oven with doors in place.

general daily oven operation
IMPORTANT: If at any time you feel that the burners are not operating properly, turn the oven off and call WOOD 
STONE for service. Before servicing, disconnect the electrical supply at the breaker and turn off the gas supply 
at the appliance’s individual gas shutoff valve. In the event of a power failure, no attempt should be made to 
operate the oven.

See the following page for an illustration of the oven controller. See pages 19-20 for information regarding the use of 
coal in the oven.

1.  DAILY STARTUP
Press the 'ON/OFF' button to start the oven:
The radiant flames will ignite. The infrared under floor burner will ignite if the actual floor temperature is below the set 
point temperature to which the controller is adjusted.
POWER LIGHT: Indicates the system is energized.
DOME FLAME LIGHT: Indicates the pilot flames for the radiant burners are lit.
HEARTH HEAT LIGHT: Indicates that the pilot flame for the infrared (under-floor) burner is lit. This light will go off whenever 
the actual floor temperature is above the set point.

2.  TURNING OFF THE OVEN
Push the 'ON/OFF' button on the controller to turn the oven off.
The burner(s) will go out and the digital readout on the controller will go blank.
Always wait 5 minutes before attempting to relight the oven.

3.  ADJUSTING THE RADIANT (dome) FLAME(S)
To adjust the radiant flames: The radiant flames are always on (when the oven is operating) and can be adjusted to any 
flame intensity between the highest and lowest setting. Simply turn the knobs located near the controller. These burners 
are the primary heat source for the oven. The infrared, under-floor burner acts only as an assist, to maintain desired floor 
temperature during periods of very high food production.

4.  ADJUSTING THE FLOOR SET-POINT
To adjust the oven's thermostatic floor temperature setting, simply press the arrow button corresponding to the direction 
in which you would like the setting to go. If the thermostatic set point is raised above the actual hearth temperature, the 
underfloor burner should activate.
*It is only possible to program the floor’s thermostatic hearth set point to temperatures from 200 to 700 degrees F. Once 
proper temperatures for your application have been established, there should be little or no need to change the hearth 
set point.

daily oven operation
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CONTROL PANEL

1-800-988-8103        www.woodstone-corp.com

HEARTH SETPOINT

HEARTH
TEMPERATURE

OFF

ON

POWER	        DOME	            HEARTH
		        FLAME		    HEAT

Push  ON/OFF 
bu t ton  to  tu rn 
burners off.
Presser le bouton 
O N / O F F  p o u r 
arreter le bruleur

P u s h  ON /O F F 
bu t ton  to  l i gh t 
burners.
Presser le bouton 
O N / O F F  p o u r 
allumer le bruleur.

WAIT 5 MINUTES BEFORE RELIGHTING
ATTENDRE 5 MINUTES AVANT DE RÉALLUMER

F
C

Oven Controller

CONTROL PANEL
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USE OF COAL IN THE OVEN

OVENS EQUIPPED FOR COAL BURNING
Ovens with (-CL) in the model number are equipped to burn coal. These ovens are equipped with a blower and plenum 
beneath the oven that provides combustion air to the coal-fire through a grate installed in the oven deck. The coal fire 
should be built on this grate inside the cooking chamber of the oven. Use the blower control on the front of the oven to 
control the rate of air being supplied to the coal fire. As the coal burns, ash and debris will drop through the grate down 
into the air plenum below. To remove accumulated ash, open the door on the front of the oven, and using the ash rake 
provided with the oven, rake the ash and debris into a suitable steel container. Store the ash container in a safe place until 
the ash has cooled and can be disposed of. All coal burning ovens must be vented as solid fuel equipment!
See information below. 

See next page for additional coal-fired oven information.

CLEAN THE ASH CHUTE DAILY TO PREVENT BUILD UP OF ASH AND DEBRIS. FAILURE TO DO SO WILL 
RESULT IN DAMAGE TO THE BLOWER UNIT AND VOID YOUR WARRANTY.

DO NOT USE THE RADIANT BURNER TO IGNITE WOOD OR SUPPORT THE COAL FIRE.

Coal should be stored and handled in accordance with the recommendations outlined in 
section 11 of NFPA96.

The interior floor and dome of the oven do not require creosote or soot removal. The oven flue and exhaust 
system will require inspection and cleaning. The exhaust system should be inspected and cleaned per the 
manufacturer's and or local code official's recommendations.

Dispose of ash per the following: place ashes into a metal container with a tight fitting lid. The closed container of 
ashes should be placed on a non-combustible floor or on the ground, well away from all combustible materials, 
pending final disposal. They should be retained in the closed container until all the cinders have thoroughly 
cooled. Ashes can then be disposed of safely.

If at any time, you feel the gas components of the oven are not operating properly, turn the oven off, shut off the 
gas supply and call Wood Stone at 1-800-988-8103 to arrange for service.

USE OF COAL IN THE OVEN
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COAL FIRE (CONTINUED)

Coal Fire is burned on side 
opposite the radiant burner(s).

Ash Chute

Blower Control

Removing ash from ash chute

COAL-FIRE (CONTINUED)
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DAILY MAINTENANCE

Oven Interior
Wood Stone recommends the use of (and supplies) a long-handled, brass bristled brush for sweeping up debris 
that will accumulate on the floor of the oven during use. The oven floor can be cleaned with a damp rag wrapped 
around the brush head. 

Use brushes provided to remove debris from around the radiant burner wells. TAKE CARE NOT TO BRUSH 
DEBRIS INTO RADIANT BURNER WELLS.

Oven Exterior (doorWAY and mantle)

All exterior stainless steel surfaces should be cleaned as necessary using an approved mild detergent, hot 
water and a soft cloth or sponge. Stubborn residues may be removed using a non-metallic scouring pad. When 
scouring stainless steel surfaces, scrub with the grain of the metal to prevent scratching.

IMPORTANT: Do not use excessive amounts of liquid when wiping on or around the OVEN 
control box.

DO NOT pour or spray liquids onto the oven deck or into the oven interior as this can damage 
the ceramic and will void the warranty.

DAILY MAINTENANCE



22

An ongoing program of product improvement may require us to change 
specifications without notice. FD-9690-CL / FD-11290-CL. 
Revised June 2010

Wood Stone Corporation 
1801 W. Bakerview Rd.
Bellingham, WA 98226   USA

Toll Free (800) 988-8103
Tel (360) 650-1111
Fax (360) 650-1166

Info@woodstone-corp.com or visit www.woodstone-corp.com

Fire Deck Installation and Operation Manual
PERIODIC THERMAL CLEANING

ESTABLISHING A THERMAL CLEANING SCHEDULE

Wood Stone ovens are typically operated at temperatures which preclude the need for cleaning of the interior walls and 
ceiling (the dome) of the oven. However, if you routinely operate the oven at floor temperatures lower than 450 degrees F, 
AND ARE BURNING solid fuel IN THE OVEN, you may notice a buildup on the interior walls and/or ceiling of the oven. 
If this is the case, use the following procedure to periodically clean the oven. The frequency of thermal cleaning will be 
determined by the amount of buildup experienced. The amount and rate of buildup will largely be determined by the type 
of fuel burned in the oven, and by how long the oven is operated at temperatures low enough to allow buildup to occur.

Gas / coal-fired Oven
If a Wood Stone gas-fired oven is operated at low temperatures (below 400 degrees F), it is possible that grease from 
food could condense on the walls and ceiling of the oven. To remove the grease that has accumulated on the walls and 
ceiling of the oven, simply raise the temperature of the oven floor to a temperature of 600-700 degrees F. Maintain this 
temperature for 1-2 hours, or until the dome appears clean. Allow the oven to return to normal operating temperature.  
Monitor the floor temperature displayed on the controller.

Ovens that are run at lower temperatures may also develop a buildup on the floor that is usually black in color. To remove 
this buildup bring the oven temperature up to 600-700 degrees F as described above, and maintain that temperature 
for at least a few hours. If there is still buildup remaining, it may need to be removed by scraping. Contact Wood Stone 
for instructions.

DO NOT pour or spray liquids onto the oven deck or into the oven interior as this can 
damage the ceramic and will void the warranty.

Note: Grill Grates need to be replaced approximately every 4-6 months.

PERIODIC THERMAL CLEANING
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TROUBLESHOOTING GUIDE

           

Plenum Fan on Coal-Fired
models does not work

1.  Make sure the fan is turned 'ON'.
2.  Make sure the ash chute is empty.

Underfloor burner did not fire when the floor temperature dropped below 
the setpoint. Contact Wood Stone for assistance.

Hearth temperature is above the setpoint.

Please contact Wood Stone at 1-800-988-8103 should service be necessary, or if you have any questions about 
your oven. Our office hours are 8am to 4:30pm Pacific Standard Time. Follow the recorded instructions for 
Emergency Service if you require assistance during non-business hours. A Wood Stone technician will promptly 
respond to your call.

'Chec' display on controller

          Problem                                                                Cause/Solution

Controller will not turn on 1.  Incoming power to oven turned off. Check circuit breaker for circuit 
supplying the oven. Check that any wall switches external to the oven that 
control oven power are turned on. Check that any interlocks external to the 
oven are turned on.
2.  If control still does not turn on, please contact Wood Stone for 
assistance.

Either or both Radiant Flames
do not light

1.  Is gas turned on to the oven? Is gas shut-off valve turned all the way 
on?
2.  Debris in burner. Burner may require cleaning. Contact Wood Stone for 
assistance.
3.  Damaged igniter or gas valve. Contact Wood Stone for assistance. If the 
oven is being started for the first time:

Has all air been bled from the gas line?•	
Is the switch on the SV-2 valve in the 'ON' position?•	

Note: (Valve is locate on the back of the control box, beneath the oven.

Underfloor burner is not running. 
'Hearth Heat' light is off.

TROUBLESHOOTING GUIDE
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ELECTRICAL DIAGRAM

DUAL RADIANT BURNERS WITH IR BURNER 
WS-FD-9690 AND WS-FD-11290

ELECTRICAL DIAGRAMS
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ELECTRICAL DIAGRAM

WS-FD-9690-RFG-(L or R)-IR AND WS-FD-11290-RFG-(L OR R)-IR
Single Radiant Burner and IR BURNER
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ELECTRICAL DIAGRAM

ELECTRICAL DIAGRAM FOR COAL FIRED OVEN BLOWER FAN
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decorative flame burner

OPTIONAL DECORATIVE FLAME BURNER
For custom series Fire Deck ovens equipped with a decorative flame burner; the decorative flame turns onautomatically 
when the oven controller is turned on.

important: DO NOT USE THE decorative flame BURNER TO IGNITE WOOD OR SUPPORT THE WOOD 
FIRE. TAKE CARE NOT TO BRUSH DEBRIS INTO THE decorative flame BURNER WELL.

Do not use the burner well for dumping debris. Make every effort to keep ash and other debris out of the decorative flame 
burner well. Do not use the decorative flame burner as a “backstop” when shoveling ash and/or coals out of the oven. 
Using the oven floor brush and ash shovel, remove coals and ash through the oven doorway and dispose of safely. Use 
the brushes provided to remove debris from around the radiant burner wells. See Electrical Diagram below.

decorative flame burner
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INTERLOCK DIAGRAM

Interlock of Oven Control to an Exhaust Fan
This connection is intended to interrupt power to the oven until the fan is turned on.

S1 is a double pole - single throw switch (provided by others) that interrupts incoming power to both the oven and the 
fan. The intent is to prevent the operation of the oven in the event the fan is shut off.

Any interruption of the power to the oven will cause the oven (including all burners and pilots) to shut off, and it will be 
necessary to restart the oven by pressing the start switch once power is restored.

No other connection to the oven control system is condoned by Wood Stone and may affect the oven warranty and cause 
damage to the oven controls.

INTERLOCK DIAGRAM
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LIMITED WARRANTY

EXCLUSIONS
The warranties provided by Wood Stone do not apply in the following instances:

1.	In the event that the equipment is improperly installed. Proper installation is the responsibility of the installer; proper 
	 installation procedures are prescribed by the Wood Stone installation manual.
2.	In the event the equipment is improperly maintained. Proper maintenance is the responsibility of the user; proper maintenance
	 procedures are prescribed in the Wood Stone installation manual.
3.	In the event that the failure or malfunction of the appliance or any part thereof is caused by abnormal use or is otherwise 
	 not attributable to defect in material or manufacture.
4.	In the event that the appliance, by whatever cause, has been materially altered from the condition in which it left the factory.
5.	In the event that the rating plate has been removed, altered or obliterated.
6.	On parts that would be normally worn or replaced under normal conditions.
7.	Normal cracking due to expansion and contraction stress relief in either the dome or oven deck.
8.	In the event that pressed log products of any type have been burned in the equipment.
9.	Damage resulting from the use of chemical cleaning products in the oven, as well as any damage from liquids or chemicals
	 being poured or sprayed into the oven.

If any oral statements have been made regarding this appliance, such statements do not constitute warranties and are not part of 
the contract of sale. This Limited Warranty constitutes the complete, final and exclusive statement with regard to warranties.

THIS LIMITED WARRANTY IS EXCLUSIVE AND IN LIEU OF ALL OTHER WARRANTIES WHETHER WRITTEN, ORAL OR 
IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR PARTICULAR 
PURPOSE OR WARRANTY AGAINST LATENT DEFECTS

LIMITATIONS OF LIABILITY:
In the event of warranty claim or otherwise, the sole obligation of Wood Stone shall be the repair and/or replacement, at the option 
of Wood Stone, of the appliance or component or part thereof. Such repair or replacement shall be at the expense of Wood Stone 
with the exception of travel over 100 miles or two hours, overtime, and holiday charges which shall be at the expense of the 
purchaser. Any repair or replacement under this warranty does not constitute an extension of the original warranty for any period 
of the appliance or for any component or part thereof. Parts to be replaced under this warranty will be repaired or replaced at the 
option of Wood Stone with new or functionally operative parts. The liability of Wood Stone on any claim of any kind, including claims 
based on warranty, expressed or implied, contract, negligence, strict liability or any other theories shall be solely and exclusively the 
repair or replacement of the product as stated herein, and such liability shall not include, and purchaser specifically renounces any 
rights to recover, special, incidental, consequential or other damages of any kind whatsoever, including, but not limited to, injuries 
to persons or damage to property, loss of profits or anticipated profits, or loss of use of the product.

TO SECURE WARRANTY SERVICE:
If you claim a defect covered by this Limited Warranty, direct your claim to:
Wood Stone Corporation 1801 W. Bakerview Rd.  Bellingham, WA 98226  USA  Attn: National Service Manager

ALL WARRANTY SERVICE MUST BE PRE-APPROVED BY WOOD STONE
PLEASE CONTACT THE FACTORY FIRST

Please call 1-800-988-8103 or 1-360-650-1111 seven days a week. Our normal business hours are 8am to 
4:30pm Pacific Standard time Monday through Friday. If calling during non-business hours, follow the recorded 
instructions for emergency service and a Wood Stone technician will get back to you promptly. Wood Stone 
warrants its equipment to the original purchaser against defects in material or manufacture for a period of one 
year from the original date of purchase subject to the following exclusions and limitations.

LIMITED WARRANTY


